
ACCESSORIES BOX

BOITE ACCESSOIRES

For Qualified Technician
Installation Instructions

Pour technicien qualifié
instructions d’installation

Read the code

Lire le code

code
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WARNING!

CONVERSION KIT INSTRUCTIONS 
ARE INCLUDED IN THE 
DOCUMENT PACKAGE.

AVERTISSEMENT!

LES INSTRUCTIONS 
DU KIT DE CONVERSION SONT 

INCLUSES DANS LE DOCUMENT.

420020198901             

420020198901             
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Nr. Quantity Description
1 1
2 1
3
4
5

1+1 CH Pressure Relief Valve + Connection Tube

6

1 2” CPVC Pipe, 5.5” Long

7

1 Piping Bracket

8

1 Torx screw adapter

9

2 + 2 2” Vent Screen + 3” Vent Screen

10

1 Tridicator

11
12

LP Gas Conversion Kit

13

1

Outdoor sensor Kit

14
15

2 Cap 1/2”
7 Gasket (2x1/2” + 3x3/4”  + 1 x 1” + 1 gas flat)
4 Clamp (2x3/4” + 2x1”)
1 Gas Adapter 3/4”
1 CH supply pipe 1”
1  CH return pipe 1”

DHW outlet pipe (150C)/Tank return pipe (120) 3/4” 
116 DHW inlet flow restrictor (150C) ½” x ¾”
117 DHW inlet pipe 3/4”

OUTDOOR SENSOR
SONDE EXTERIEURE

420010972200

Position the outdoor sensor on the north-facing wall of the building,
at least 2.5 m from the ground and away from direct sunlight.
Remove the cover and install the sensor using the rawl plug and screw
provided. Perform connection using a 2x0.5 mm2 wire.
Maximum connection length 50 m. Connect the wire to the terminal by
introducing it from the lower part after creating a suitable passage.
Place the sensor cover back in the correct position.

Placer la sonde extérieure sur une façade de l’immeuble exposée au nord,
à au moins 2,5 m du sol, en évitant son exposition aux rayons directs du

vis fournies. Procéder à son raccordement à l’aide d’un câble 2x0,5 mm2.
La longueur de raccordement ne doit pas dépasser 50 m.
Pour raccorder le câble au bornier, introduisez-le par le dessous après
avoir percé le passage prévu. Remonter le couvercle de la sonde.

1
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THIS CONTROL WAS CONVERTED FOR USE WITH PROPANE GAS

This appliance has been converted for use with Propane Gas, in accordance with the 

instructions provided with the Natural to Propane Conversion Kit  

by ______________________________________ , which accepts responsibility that 

the conversion was performed properly.

Reference rating plate for Propane Input and Gas Pressure

420060882600

or

16

1715

Gas

10

Code 560020065900 (models 150C & 120)
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A.  CH Supply 1”
B.  DHW Outlet 3/4" 
C.  Gas Inlet 3/4" 
D.  DHW Inlet 3/4" 
E. CH Return 1”
I.  Condensate Discharge
L.  Drain Valve
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150C Assembly

A.  CH Supply 1”
B.  DHW Outlet 3/4”
C.  Gas Inlet 3/4” 
D.  DHW Inlet 3/4”
E.  CH Return 1”
I.   Condensate Discharge
L.  Drain Valve
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A.  CH Supply 1”
B.  Not used
C.  Gas Inlet 3/4" 
D.  Not used 
E.  CH Return 1”
I.   Condensate Discharge
L.   Drain Valve

A.  CH Supply 1”
B.  Return from IWH 3/4“
C.  Gas Inlet 3/4" 
D.  Not used 
E.  CH Return 1”
I.   Condensate Discharge
L.   Drain Valve

120 Assembly (without IWH)

A.  CH Supply 1”
B.  Not used 
C.  Gas Inlet 3/4” 
D.  Not used 
E.  CH Return 1”
I.   Condensate Discharge
L.  Drain Valve
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A.  CH Supply 1”
B.  Not used
C.  Gas Inlet 3/4" 
D.  Not used 
E.  CH Return 1”
I.   Condensate Discharge
L.   Drain Valve

A.  CH Supply 1”
B.  Return from IWH 3/4“
C.  Gas Inlet 3/4" 
D.  Not used 
E.  CH Return 1”
I.   Condensate Discharge
L.   Drain Valve

120 Assembly (with IWH)

A.  CH Supply 1”
B.  Return from IWH 3/4“
C.  Gas Inlet 3/4” 
D.  Not used 
E.  CH Return 1”
I.   Condensate Discharge
L.  Drain Valve
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WARNING!

CONVERSION KIT INSTRUCTIONS 
ARE INCLUDED IN THE 
DOCUMENT PACKAGE.

AVERTISSEMENT!

LES INSTRUCTIONS 
DU KIT DE CONVERSION SONT 

INCLUSES DANS LE DOCUMENT.

420020198901             
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Nr. Quantity Description
1 1
2 1
3
4
5

1+1 CH Pressure Relief Valve + Connection Tube

6

1 2” CPVC Pipe, 5.5” Long

7

1 Piping Bracket

8

1 Torx screw adapter

9

2 + 2 2” Vent Screen + 3” Vent Screen

10

1 Tridicator

11
12

LP Gas Conversion Kit

13
2

Outdoor sensor Kit

14

6 Gasket (2x1/2” + 2x3/4”  + 1 x 1” + 1 gas flat)
4 Clamp (2x3/4” + 2x1”)
1 Gas Adapter 3/4”
1 CH supply pipe 1”
1 CH return pipe 1”

DHW outlet & inlet pipes ¾

OUTDOOR SENSOR
SONDE EXTERIEURE

420010972200

Position the outdoor sensor on the north-facing wall of the building,
at least 2.5 m from the ground and away from direct sunlight.
Remove the cover and install the sensor using the rawl plug and screw
provided. Perform connection using a 2x0.5 mm2 wire.
Maximum connection length 50 m. Connect the wire to the terminal by
introducing it from the lower part after creating a suitable passage.
Place the sensor cover back in the correct position.

Placer la sonde extérieure sur une façade de l’immeuble exposée au nord,
à au moins 2,5 m du sol, en évitant son exposition aux rayons directs du

vis fournies. Procéder à son raccordement à l’aide d’un câble 2x0,5 mm2.
La longueur de raccordement ne doit pas dépasser 50 m.
Pour raccorder le câble au bornier, introduisez-le par le dessous après
avoir percé le passage prévu. Remonter le couvercle de la sonde.

1
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THIS CONTROL WAS CONVERTED FOR USE WITH PROPANE GAS

This appliance has been converted for use with Propane Gas, in accordance with the 

instructions provided with the Natural to Propane Conversion Kit  

by ______________________________________ , which accepts responsibility that 

the conversion was performed properly.

Reference rating plate for Propane Input and Gas Pressure

420060882600

14

Gas
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code 560020066000 (model 110C/120C) 
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A.  CH Supply 1”
B.  DHW Outlet 3/4"
C.  Gas Inlet 3/4" 
D.  DHW Inlet 3/4"
E. CH Return 1”
I.  Condensate Discharge
L.  Drain Valve

110C/120C Assembly

A.  CH Supply 1”
B.  DHW Outlet 3/4”
C.  Gas Inlet 3/4” 
D.  DHW Inlet 3/4”
E.  CH Return 1”
I.   Condensate Discharge
L.  Drain Valve
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WARNING!

CONVERSION KIT INSTRUCTIONS 
ARE INCLUDED IN THE 
DOCUMENT PACKAGE.

AVERTISSEMENT!

LES INSTRUCTIONS 
DU KIT DE CONVERSION SONT 

INCLUSES DANS LE DOCUMENT.

420020198901             
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Nr. Quantity Description
1 1
2 1
3
4
5

1+1 CH Pressure Relief Valve + Connection Tube

6

1 2” CPVC Pipe, 5.5” Long

7

1 Piping Bracket

8

1 Torx screw adapter

9

2 + 2 2” Vent Screen + 3” Vent Screen

10

1 Tridicator

11
12

LP Gas Conversion Kit

13

1

Outdoor sensor Kit

14
15

2 Cap 1/2”
6 Gasket (2x1/2” + 2x3/4”  + 1 x 1” + 1 gas flat)
4 Clamp (2x3/4” + 2x1”)
1 Gas Adapter 3/4”
1 CH supply pipe 1”
1 CH return pipe 1”

Tank return pipe 3/4”

OUTDOOR SENSOR
SONDE EXTERIEURE

420010972200

Position the outdoor sensor on the north-facing wall of the building,
at least 2.5 m from the ground and away from direct sunlight.
Remove the cover and install the sensor using the rawl plug and screw
provided. Perform connection using a 2x0.5 mm2 wire.
Maximum connection length 50 m. Connect the wire to the terminal by
introducing it from the lower part after creating a suitable passage.
Place the sensor cover back in the correct position.

Placer la sonde extérieure sur une façade de l’immeuble exposée au nord,
à au moins 2,5 m du sol, en évitant son exposition aux rayons directs du

vis fournies. Procéder à son raccordement à l’aide d’un câble 2x0,5 mm2.
La longueur de raccordement ne doit pas dépasser 50 m.
Pour raccorder le câble au bornier, introduisez-le par le dessous après
avoir percé le passage prévu. Remonter le couvercle de la sonde.
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THIS CONTROL WAS CONVERTED FOR USE WITH PROPANE GAS

This appliance has been converted for use with Propane Gas, in accordance with the 

instructions provided with the Natural to Propane Conversion Kit  

by ______________________________________ , which accepts responsibility that 

the conversion was performed properly.

Reference rating plate for Propane Input and Gas Pressure

420060882600

code 560020066100 (model 085)
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A.  CH Supply 1”
B.  Not used 
C.  Gas Inlet 3/4" 
D.  Not used 
E.  CH Return 1”
I.   Condensate Discharge
L.  Drain Valve

085 Assembly (without IWH)

A.  CH Supply 1”
B.  Not used 
C.  Gas Inlet 3/4” 
D.  Not used 
E.  CH Return 1”
I.   Condensate Discharge
L.  Drain Valve
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A.  CH Supply 1”
B.  Return from IWH 3/4“
C.  Gas Inlet 3/4" 
D.  Not used 
E.  CH Return 1”
I.   Condensate Discharge
L.  Drain Valve

085 Assembly (with IWH)

A.  CH Supply 1”
B.  Return from IWH 3/4“
C.  Gas Inlet 3/4” 
D.  Not used 
E.  CH Return 1”
I.   Condensate Discharge
L.  Drain Valve
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